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GM 2000

Twin-shaft
4-motor shredding

XM

Special treatment

for ferrous materials



GM 2000 - XM

TECHNICAL SPECIFICATIONS

Machine
The 4-MOTOR triturator has two shafts, with an independent
transmission unit for each shaft, to reduce revs up to 3-4 rpm. The
machine has a double power transmission hydraulic unit (2
gearmotors per shaft). The structure of the cutting chamber is
designed to ensure quick and easy maintenance of parts subject
to wear (b lades, spacers , and counter -b lades) .

Production
For example: with ferrous materials, up to 30-40 tons/hour

Materials
Many different blade configurations are available to work
different types of material, including cumbersome metal sheet
parts, car bodies, earth moving tyres and many others
besides.
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E-mail: export@tpatrituratori.com
www.tpatrituratori.com

Specifications
GM 2000 XM

Overall dimensions L x W x H mm.              6000 x 2020 x 895(h)                     7000 x 2450 x 1090(h)

Hopper dimensions                                      3500 x 2300 x 800(h)                     3800 x 2400 x 1000(h)

Loading volume  (m³)                                        about   3,4                                          about    5

Cutting chamber dimensions                            2035 x 1560                                      2350 x 1870

Shaft revs (rpm)                                                       3 - 4                                                   3 - 4
Number of blades and
interchangeable sectors
Number of shafts                                                        2                                                       2

Motor power (kW)                                             4 x 75 - 4 x 90                                         4 x 110

Current (A)                                                             540/640                                              784

Voltage (V) 400                                                  400

Weight (Kg)                                                             34000                                              45000

13 blades  150 mm. thick                 15 blades  150 mm thick
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Technical specification and characteristics could be modified without
an advaice notice


